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Mul disciplinary working groups have been established to provide detailed review and analysis of highly 
technical issues pertaining to the inves ga on and cleanup of the Kirtland Air Force Base fuel leak.  The groups 
consist of staff scien sts and engineers from the NMED, Air Force, ABCWUA, City of Albuquerque, EPA, and 
contractors.  Each working group shall prepare minutes documen ng the a endance, discussion, and homework 
assignments from each mee ng, and the minutes shall be posted on the NMED web site.   

 

Hydrogeology Working Group 

The hydrogeology working group will review published maps and reports, lithologic logs, well records, core 
samples, drill cu ngs, airborne, surface and borehole geophysical data, water level data and other informa on.  
The hydrogeology group will use this informa on to define stra graphy, structural features, and aquifer 
hydraulics in the vicinity of the fuel contamina on.  The hydrogeology group also will define background aquifer 
geochemistry, but will not address geochemical altera ons caused by fuel contamina on as that subject will be 
addressed by the biogeochemistry/LNAPL working group.   

 

The hydrogeology group will have the following specific responsibili es: 

1.  Assembly or, if necessary, prepara on of maps, cross sec ons, fence diagrams, graphs, S ff diagrams, 
trilinear plots,  me trends, interpreta ons and other material as appropriate to document site 
hydrogeologic condi ons.   

2.  Provide detailed stra graphic and other geotechnical informa on to the SVE, biogeochemistry/LNAPL and 
modeling work groups for their considera on and use in their areas of responsibility.   

3.  Field oversight of drilling opera ons, including review and approval of lithologic logs and proposed well 
comple ons. 

4.  Oversee borehole geophysical logging; analysis of logging data. 

5.  Oversee the design, implementa on and interpreta on of aquifer performance tes ng. 

6.  Develop a conceptual site model in coordina on with other technical work groups. 

7.  Iden fy and resolve field and laboratory QA/QC issues. 

8.  Review water‐level and water‐quality monitoring data from the hydrodynamic dissolved‐phase EDB 
extrac on system.  

9.  Coordinate with ABCWUA, KAFB and NMVAHCS on protec on of public drinking water wells.   

10. Define background condi ons for dissolved oxygen, nitrate, alkalinity, bromide and other parameters of 
concern. 

11. Develop indicator parameter concentra ons for sen nel wells that, if observed, would trigger addi onal 
review, increased monitoring, or interven on.   

12. Plan and host occasional geological field trips for the general public, in coordina on with other working 
groups.   

13. Op mize the current groundwater monitoring program including the wells sampled and the laboratory 
analyses.   
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Biogeochemistry/LNAPL Working Group 

The biogeochemistry/LNAPL working group will inves gate and define the physical, microbial, geochemical, and 
hydrogeological processes that control the fate and transport of dissolved, non‐aqueous liquid, gaseous and 
adsorbed phase contaminants, and evaluate poten al remedia on op ons.  Dissolved phase contaminants of 
concern include: ethylene dibromide (EDB), benzene, toluene, ethylbenzene, and xylene isomers (BTEX), 
polynuclear aroma c and alipha c hydrocarbons, and 1,2‐dichloroethane.  Parameters of interest regarding 
natural and engineered degrada on processes include dissolved oxygen, oxida on reduc on poten al, nitrate, 
manganese, iron, sulfate, methane, carbon dioxide, alkalinity, bromide, chloride, and stable isotopes of various 
elements.   

The biogeochemistry/LNAPL group will have the following specific responsibili es: 

1.  Characterize the physical and chemical proper es of light non‐aqueous phase liquids (LNAPLs) that are 
submerged within or floa ng atop groundwater. 

2.  Iden fy specific chemical and biological mechanisms that have transformed or degraded contaminants, 
along with reac on rates and byproducts. 

3.  Make recommenda ons for addi onal sampling and analysis as needed. 

4.  Use stoichiometric equa ons to calculate the amounts of contaminants that have been transformed or 
degraded in the vadose zone and in groundwater. 

5.  Maintain a running quan fica on of the amount of EDB that has been removed by the pump‐and‐treat 
system.   

6.  Evaluate poten al remedia on op ons for addi onal removal or destruc on of fuel contaminants.  Such 
op ons may include, but may not necessarily be limited to, pump and treat, air or steam sparging, soil 
vapor extrac on, bios mua on, bioaugmenta on, bioven ng, surfactant flooding, and monitored 
natural a enua on. 

7.  Make recommenda ons for scaled up laboratory and field‐scale pilot tests of poten ally viable 
remedia on technologies. 

Vadose Zone Working Group 

The vadose zone working group will review lithologic data, soil vapor concentra ons, and performance data from 
historical and ongoing SVE opera ons to make recommenda ons on increasing the robustness of SVE ac vi es. 

 

The Vadose Zone group will have the following specific responsibili es: 

1.  Iden fy soil vapor hotspots needing addi onal treatment.  

2.  Recommend loca ons and comple on specifica ons for addi onal extrac on wells.   

3.  Iden fy areas where biodegrada on is ongoing and would benefit from ac ve bioven ng. 

4.  In coordina on with the biogeochemistry/LNAPL group, maintain a running quan fica on of the 
amounts of hydrocarbons that have been removed by SVE and by biodegrada on in the vadose zone.   
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Modeling Working Group 

The modeling working group will design, run and calibrate numerical simula ons of contaminant transport and 
fate. 

 

The modeling group will be responsible for the following types of simula ons: 

 

1.  EDB transport  mes to drinking water wells in the area under various scenarios.  

2.  Hydrodynamic capture zones for various configura ons of extrac on wells with various pumping rates for 
pump‐and‐treat remedia on.   
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