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II. SUMMARY

A. Test Results

The results of the complete profile tests for Boiler No. 85.2.13 and single load positions for No. 8s.2.14 are
provided in Table 4 and Table 5, respectively.

Table 4
Boiler No. 8s.2.13 (Boiler 1)
Detailed Results of Emission Profile Tests

NOy NO, NO, CO CO cO Os FR
Setting PPMary Lbs/MMBtu Lbs/hr PPMry Lbs/MMBtu Lbs/hr % dry MMBtu/hr
10% 249 0.032 0.31 0.0 0.0000 0.00 412 9.61
20% 252 0.032 0.37 0.0 0.0000 0.00 3.60 11.76
30% 248 0.031 0.48 0.0 0.0000 0.00 3.30 15.58
40% 254 0.031 0.59 0.0 0.0000 0.00 3.10 19.04
50% 26.1 0.032 0.75 0.0 0.0000 0.00 3.35 23.05
60% 27.2 0.033 0.90 0.0 0.0000 0.00 298 27.22
70% 26.5 0.033 1.03 0.0 0.0000 0.00 3.69 30.79
80% 26.9 0.033 117 0.3 0.0002 0.01 3.15 35.60
90% 26.1 0.033 1.31 0.3 0.0002 0.01 3.50 40.28
100% 27.7 0.034 1.45 0.8 0.0006 0.03 3.01 4291
Table 5 »

Boiler No. 8s.2.14 (Boiler 3)
Detailed Results of Emission Profile Tests

NO, NOy NO« cO Cco CcoO O FR
Setting  ppmury Lbs/MMBtu Lbs/hr ppmary  Lbs/MMBtu  Lbs/hr % dry MMBtu/ hr
50% 30.9 0.036 0.96 0.4 0.0003 0.01 2.36 26.42
NOx = oxides of nitrogen
cO = carbon monoxide
PPMadry = parts per million (dry basis)
Lbs/MMBtu = pounds per million British Thermal Units
Lbs/hr = Pounds per hour of emissions
FR = Natural Gas Firing Rate (MMBtu/hr)
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