Setting Sondes for Unattended Sampling
YSI
After changing DO membrane on Rapid Pulse DO probe, you must allow 15 minutes of “Run” time for the membrane to “burn-in”. After “burn-in”, at least 6 hours must be allowed for membrane to stabilize prior to final calibration for deployment. If this time frame is not practicable, please use a sonde with an optical DO probe for situations requiring immediate re-deployment.

650 Main Menu
	System setup
Disable “Power sonde” (un-check circle)

Sonde menu
System
Date & Time
Check for accuracy and adjust as necessary

Sonde menu
Advanced
Setup
Enable “Auto sleep RS232” (check circle)

Sonde menu (same menu as above, just escape once to select Sensor menu)
Advanced
Sensor
Enable “wait for DO” (check circle)

Sonde menu (escape out of Advanced menu for this Sensor menu)
Sensor
Enable (check circles) the following sensors: Time, Temperature, Conductivity, Dissolved Oxy, ISE1 pH, Optic-T Turbidity, Battery

Sonde menu 
Main

Main
		Run
Unattended sample → Unattended setup
· Set interval (15 minutes is preferred, but should not be greater than 1 hour) start date, start time, duration
· Create file name (mandatory), site (optional)
· Scroll to “Start logging” and press enter key → Start Logging
· “Are you sure?” Enter “yes”


Detach cable, replace protective screw-on cap.


Hydrolab
Creating Log Files using a PC
Note: A log file must be created and then enabled before data can be collected.
1. Connect the Data Cable to a computer and to the Sonde.
2. Start Hydras 3 LT. The software will automatically scan for Sondes. All detected sondes are displayed in the ‘Connected Sondes’ list in the Main window displayed below. If a sonde is not found, reattach the data cable and press RE-SCAN FOR SONDES. Retry until the sonde(s) are found.
3. Click on the Log Files tab.
4. Click the CREATE button.
5. Enter the name for the new log file. The empty log file is now created.
6. Enter the start and end time of the logging, the logging interval (15 minutes is preferred, but should not be greater than 1 hour), the sensor warm-up time before logging, and how long before logging the circulator will be turned on, and if audio signals will be used while logging.
7. Select the parameters in the ‘Parameter in Sonde’ list and click the ADD button to place them into the ‘Parameters in log file’ list. Change the order of the parameters using the ARROW buttons.
8. Click UPDATE SETTING to send the configuration to the Sonde.
9. Click ENABLE to start collecting data. Click DISABLE to stop collecting data during logging. A fully completed logging run will automatically disable at the end of the run.
10. Click DOWNLOAD to download and display the log file. Select Printable or Spreadsheet format.
Note: To delete a log file, select the log file in the Log File drop-down menu and click the DELETE button.

Setting up the Hydrolab for remote data logging using the PDA
Adapted from Hydras 3 Pocket for Hydrolab Software Manual, September 2006, Edition 1. 

Creating a new log file
1. Select LOG FILES from the main screen. The Log Files screen will be displayed.
2. Select NEW.
3. Enter the name of the new log file and select OK. The Log File Setup screen will be displayed.
4. Select the General tab. Enter the setup information for the log file as follows:
• Start: date and time when the log file will begin collecting data.
• End: date and time when the log file will stop collecting data.
• Interval: time interval (HH:MM:SS) between data points (15 minutes is preferred, but should not be greater than 1 hour).
• Sensor Warmup: time for sensors to warm up and stabilize before each measurement.
• Circulator: time for the circulator (if installed) to operate before each measurement.
• Audio: sound made when measurements are taking place. 
5. Select the Parameters tab. Add the parameters to include in the log file by selecting the check box next to each parameter. Change the order by highlighting the parameter and selecting UP or DOWN to move the parameter. Use the scroll bar to scroll up or down. 
6. Select SAVE SETTINGS to save the log file settings.
7. Select Templates in the lower left corner to save the log file settings in the PDA for use in multiple sondes. Enter a name for the template and select OK. When setting up a new log file in a different sonde, select Templates>Load to populate the setup fields. Note: The new log file will not log data until it is activated.

Activating a log file
1. Select LOG FILES from the main screen. The Log Files screen will be displayed. 
2. Highlight the log file to activate and select TO ENABLE.

The status will change from Disabled to Enabled. The sonde will begin recording data in the new log file at the specified start time. Important Note: Log files that have completed running cannot be activated for re-use by changing the date. For log files occurring in the future, always set up a new log file!
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