RESEIGNEMENTS IMPORTANT SUR LE MOTEUR

CE MOTEUR EST CONCU POUR FONCTIONNER À 430/370 HP A 2100 T/MN

FAMILLE DE MOTEUR WDDXH12.7EGD

MODELLE DE MOTEUR SERIES 60,

CYLINDRÉE - LITRE 12.7

CALAGE D'INJECTEUR 80.3 MM CALAGE D'INJECTION INITIAL 23 DEG. AV. PH

HP MAX. ANN. AU T/MN 470 AU 2100

DÉBIT DE COMBUSTIBLE AU HP. ANN. 229.6 MM³/COURSE

VITESSE DE RALEN'TI MINIMUM - T/MN 600

DATE DE FABRICATION JAN 1998

CHARGE À V10E MAX 02225 T/MN UNITÉ 06R040174R L18030

JEU DES SOUPAPES:
ÉCHAPPEMENT .660 MM VITESSE DE RALEN'TI MINIMUM - T/MN 600

D'ADMISSION .203 MM UNITÉ 06R040174R L18030

CAN
<table>
<thead>
<tr>
<th>Part</th>
<th>Specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>0438 ACC DRIVE</td>
<td>1404 AIR COMP</td>
</tr>
<tr>
<td>0026 AIR INTK MFLD</td>
<td>0178 C/S COVER</td>
</tr>
<tr>
<td>0387 C/S PULLEY</td>
<td>2368 CHRG GEN MTS</td>
</tr>
<tr>
<td>0524 CONN ROD/PSTN</td>
<td>0131 CRANKSHAFT</td>
</tr>
<tr>
<td>1393 DIPSTICK</td>
<td>0261 ENG LIFT BRKT</td>
</tr>
<tr>
<td>0785 ENGINE MOUNTS</td>
<td>0667 EXH MANIFOLD</td>
</tr>
<tr>
<td>0824 F/W HOUSING</td>
<td>1758 EAN MOUNTS</td>
</tr>
<tr>
<td>1166 FLYWHEEL</td>
<td>0840 FUEL FILTER</td>
</tr>
<tr>
<td>2085 FUEL LINES</td>
<td>0262 FUEL PUMP</td>
</tr>
<tr>
<td>UNIT 0380401748 9.6</td>
<td></td>
</tr>
<tr>
<td>this engine was tested at 480/370</td>
<td></td>
</tr>
<tr>
<td></td>
<td>hp at 2100 rpm</td>
</tr>
<tr>
<td></td>
<td>inj. setting 80.3 mm</td>
</tr>
<tr>
<td></td>
<td>exhaust 0.660 mm</td>
</tr>
<tr>
<td></td>
<td>intake 0.203 mm</td>
</tr>
<tr>
<td></td>
<td>max rpm nl 02225</td>
</tr>
<tr>
<td></td>
<td>std-cam-timing</td>
</tr>
<tr>
<td></td>
<td>detroit diesel corporation</td>
</tr>
</tbody>
</table>